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Velvet Skin Intra Plus

Offering advanced solutions, equipment for Aesthetic Medicine, non-invasive and mini-
invasive, of the best quality and for every specific treatment need: this is the objective that 
Medical Body Point, the medical division of Top Quality Group, pursues thanks to the great 
technical potential and through its constant investment in Research & Development of new 
technologies such as Velvet Skin Intra Plus.

Radiofrequency

This avails of the therapeutic principle based on the induction of heat for a certain pre-established region 
of the human body. The “heating-energy” is not applied from the outside, but causes an “appropriated bio-
physic condition” aimed at inducing endogenous heat. This said energy “biocompatible” released onto the 
biological substrates provides its therapeutic action with two synergetic effects:

• The energy potential of the cell membranes increases;

• The deep temperature (endogenous) rises, not through the transfer of heat but due to an induced 
physiological increase.

The device includes a radiofrequency digital generator that allow to set via software 2 frequencies (500 
kHz/1 MHz), with the aim to be more selective on the action “depth”. 

The generated endogenous heat acts with a selective BIOSTIMULATION of atrophic tissues by triggering 
physiological responses of improvement.

Acting to a “software level” (it isn’t necessary to remove and/or change the applicators) the technology offers 
the possibility to change and modulate, according to the effective exigencies of the patient, the modalities 
of functioning:

• Capacitive

• Resistive

• Monopolar

• Bipolar

What above finalized to obtain a strong compliance for the therapy, with an absolute absence of pain.

Physiotherapy

This effectively and rapidly treats pathologies of knees, shoulders, hips, ankles, vertebral column, hands 
and muscles, as well as painful inflammatory osteoarticular and muscular pathologies such as arthrosis, 
low back pain and sciatica. From the very first application, the tissue stimulation already produces a 
significant reduction of the symptomatology, it increases blood circulation, it increases oxygen tension in 
the treated area, it generates vasodilation, it reduces muscles contractures, it promotes the reabsorption 
of oedemas.

Electroporation

System for the non-invasive transdermal transfer of the allopathic, homeopathic or homotoxicologic active 
ingredients, or PRP. With the application of a particular electric impulse, on a biological surface, we induce 
a transitory increase of the tissues permeability.

That favours a gradual and controlled transdermal absorption of active principles at a predefined depth: this 
allows to have a higher concentration only on the target areas, with less systemic absorption and consequent 
“toxicity” decrease. It is, for all intents and purposes, a “virtual” syringe that inoculates the active ingredient 
specifically where it is necessary.

Top Quality Group reserves the right to vary the above data without forewarning and, in any case, said data is not valid for contractual purposes.

TRANSDUCERS

ELECTROPORATION
TRANSDUCER

BIPOLAR RF
TRANSDUCER   

MONOPOLAR AND BIPOLAR RF 
TRANSDUCER FOR LARGE AREAS 

AND PHYSIOTHERAPY 

MONOPOLAR RF TRANSDUCER 
FOR SMALL AREAS AND

PHYSIOTHERAPY   
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Radio Scalpel Mode
Particularly suited for dermatologic micro-surgery methods.

Intradermal Radiofrequency
The technology makes it possible to operate with the radiofrequency directly below the wrinkle where the 
filler is normally placed. The “physical values” of the electromagnetic field are such that they guarantee 
repetitive, selective, painless, safe, precise and efficient treatment. A microchip detects the electric 
impedance values of the “target” tissue automatically providing suitable treatment parameters (amplitude-
modulated micro-impulses). The treatment is aimed at triggering a selective micro-fibrosis process which 
represents a “natural filler”, free of any risks of rejection, being an autologous “product”. The subsequent 
filling and smoothing action on the tissues, carried out at the same time as fibroblast stimulation, makes 
the method innovative, low cost, free of any visible thermal damage and pain. It makes it possible to operate 
with extreme precision on wrinkles (including small), scars and stretch marks.

Fractional Radiofrequency
“Fractional” radiofrequency mode (RFF) is defined as such due to a number of similarities with fractional 
laser, similarities that are based on the executive aspect, as both work on the tissues in a “fractional” 
selective mode. “Fractional” is the definition of the particular emission of the energy source that causes 
numerous localised lesions generating micro-holes, with a diameter and depth that varies based on the 
electro-dynamic values of the energy stimulus: 

• Power

• Frequency

• Duration

The substantial difference between the two technologies can be summarised as such:

• Lasers provide exogenous heat (from the outside inwards)

• Radiofrequency induces endogenous heat (from the inside outwards)

The result is that, with the reference “target tissue” being on the dermal level, the generated micro-lesions 
will be more appreciable using RFF, obviously hand-in-hand with visible evidence on the horny layer. 

The primary “action mechanism” is the induced physiological “repairing” process. Micro areas of 
“untouched” tissue remain between the dermis-epidermis denaturation micro columns, which act as a 
“biological reserve” facilitating the “repair processes”, inducing an activation of the cell metabolism and 
tissue remodelling also involving the outermost layers of the skin. The subsequent marked drop in recovery 
times is evident through the rapid restoration of the entire affected system.

The operating modes are: Fractional RF with micro-needles in either monopolar or bipolar superficial 
fractional RF mode or in monopolar or bipolar mode (optional).

Top Quality Group reserves the right to vary the above data without forewarning and, in any case, said data is not valid for contractual purposes.

TRANSDUCERS

FRACTIONAL RF
TRANSDUCER

RADIO SCALPEL
TRANSDUCER

NEEDLE RF INTRA
Plus

Feedback of the impedance of the treatment 
area to adapt the treatment parameters to the 
individual conditions of the patient.

Possibility of setting two frequencies through 
the software: 500 kHz for pathologies at a 
greater depth and 1 MHz for more superficial 
pathologies. 

Possibility of setting monopolar or bipolar 
mode on large areas through the software 
without changing transducer.

Possibility of setting capacitive or resistive mode 

through the software without changing transducers. 

Capacitive transducers without epoxy coating.

Pre-set programmes according to pathologies 
and areas.

Possibility of sterilising the transducer for 
electroporation in autoclave.

All of the parameters are displayed on a 10.1” 
colour touch screen.

The software is designed according to the 
Friendly Human-Machine Interface [FHMI] 
concept to make it intuitive and easy to use.
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Velvet Skin Intra Plus

Available treatments

TOP QUALITY GROUP S.r.l.

Via G. Sorel, Zona industriale Nord Settore D - 06012 Città di Castello (PG) - Italia
T  +39 075 8520088 / 8522216 / 8512197    F  +39 075 8674506    export@topqualitygroup.it

Registro Produttori AEE n° IT16080000009459

SUPPLY

N.01 power cable
N.01 footswitch
N.01 elastic band
N.01 monopolar face and physiotherapy RF 
transducer
N.01 face electrode size 10mm
N.01 face electrode size 25mm
N.01 plexiglas facial electrode case
N.01 mono and bipolar body and physiotherapy 
RF transducer
N.01 steel plate
N.01 steel plate cable
N.01 facial bipolar RF transducer with 2 
retractable tips
N.01 cable for electroporation
N.01 medical electroporation transducer
N.01 buckskin plate for electroporation
N.03 5 ml Pic syringes
N.01 intra radio scalpel cable
N.01 radio scalpel transducer with loop
N.01 4-needle fractional transducer
N.01 intra needle connector
N.01 needle RF intra 36mm (sterile and 
disposable)

TECHNICAL SPECIFICATIONS

Power supply 100÷240 V, 50÷60 Hz
Max power consumption 450 W
Electrical safety class II BF
Protection rating IP IP40
Max RF output power 150 W @ 50 ohm
RF emission frequency 500 kPlz, 1000 kHz 
settable from software
Type of emission Capacitive/Resistive
Monopolar / Bipolar / Fractional / Radio scalpel / 
intradermal RF functions
Max electroporation voltage 120 V @ 1000 ohm
Electroporation impulse freq. 1÷3000 Hz, 
settable from software
Complex electroporation wave shape, settable 
from software
10.1” colour touch screen with embedded PC
Operating temperature 0÷40 °C
Operating humidity 30÷75% without 
condensation
Dimensions L 45 x H 96 x D 41 cm
Weight 7 kg

Top Quality Group reserves the right to vary the above data without forewarning and, in any case, said data is not valid for contractual purposes.

ACNE

SKIN RELAXATION

ARTHROSIS

LOCALISED
ADIPOSITY

MICRO-WRINKLES

LOW BACK PAIN

CHIN AND 
CHEEKS LAXITY

SKIN
DEHYDRATION

WRINKLES PERIOCULAR WRINKLES

OSTEOARTICULAR, 
LIGAMENTOUS 

AND TENDINOUS 
PATHOLOGIES

STRETCH MARKS

MUSCULAR 
HYPOTONIA

SCIATICA

CELLULITE

SKIN TEXTURE 
IMPERFECTIONS

LOCALISED
ADIPOSITY

SKIN
RELAXATION
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